Tecnical Sheet OLI
Washbasin Sanitarblock

500 120-170
° i
r [ s o -
Y b 5
= 55-360 *
- e o EHOE— 0B -

280
150
80

1150

@32/40 o5

=
‘|
i

By

g
[ 1 1
' ° g
I il _,L e Zt i 40
Ref | A B c D
MIN 665-X 605-X 537,5-X = C-50
MAX 1070 1010 935 885

Product Identification

881857 e Washbasin Sanitarblock

Definition and Application

e Preassemble structure for wall-hung washbasin, for built-in or plasterboard wall
installation

Technical Features

Structure
e Painted frame with 1,5mm thickness, corrosion resistant
e Easy and quick installation with Fast Fit system
e Height adjustable (0 — 300 mm)
e  Frame tested for 150kg load
One man assembly
e  Fully adjustable mounting plates

Millimtres measures

FTC.1340.01 www.oli-world.com
Technical Sheet comercial@oli-world.com
Page 1 export@oli-world.com


http://www.oli-world.com/

Tecnical Sheet OLI
Washbasin Sanitarblock

Accessories

e 1 Outlet bend g 40-32/50
e 1 Protection pipe @ 40
e 2 G Y fittings for water connection

For fixing in wall and floor

e 4 Screws M8 x 60

e 4 WashersZN DIN 9021 M8
e 4 Bushing for metal structure
e 2 Fast Fit fixing

For fixing washbasin to structure
e 2 Threaded rods M12

e 2 Nuts M12

e 2 Protection for threaded rod

e 2 Protection cover

e 2 Toilet centring washer

e 2 WashersZng 34

Accessaories can be purchase separately
e 883081 Concealed Siphon
e 881858 Wood plate to wall tap
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Warranty

e Ten (10) years warranty according to the general selling terms, starting from the
purchase date of the product.
e If the product is not correctly installed the warranty is not valid

Observations

e There are available similar products. For more information please consult our
Sanitary Installation Systems catalogue or our site www.oli-world.com
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